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POWER CRANE SYSTEM DESIGN SPECIFICATIONS*
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* See Specification Table on Next Page for Dimensions of Lettered Items

Hoist

Handling Beams and Hardwood Battery
Stations Are Available Separately

Hoists Available Separately. For More Information,
Refer to the Hoist Specification Sheet (SS-1296-ECH)
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TWO TON POWER CRANE -- 4000LBS. CAPACITY

POWER CRANE GENERAL SPECIFICATIONS
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“HTG3-__-12" MODEL (12' UNDER BEAM CRANES)** INDICATES DIMENSIONS ON THE

* SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE.

*** CONTACT MTC FOR SPECIAL VOLTAGE REQUIREMENTS.

THREE TON POWER CRANE -- 6000LBS. CAPACITY
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HTG3-10 120" 132" 138 7/16" 146" 124" 129 3/4" 153 3/4" 8" S8 X 23

HTG3-12 144" 156" 162 7/16" 170" 148" 131 3/4" 155 3/4" 10" S10 X 25.4

HTG3-14 168" 180" 186 7/16" 194" 172" 133 3/4" 157 3/4" 12" S12 X 31.8

HTG3-16 192" 204" 210 7/16" 218" 196" 133 3/4" 157 3/4" 12" S12 X 31.8

HTG3-18 216" 228" 234 7/16" 242" 220" 133 3/4" 157 3/4" 12" S12 X 31.8

HTG3-20 240" 252" 258 7/16" 244" 133 3/4" 157 3/4" 12" S12 X 40.8

“HTG2-__-12 AND HTG3-__-12" MODEL (12' UNDER BEAM CRANES)** INDICATES DIMENSIONS ON THE

* SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE.
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HTG2-10 120" 132" 138 7/16" 146”“ 124" 129 3/4" 153 3/4" 8" S8 X 18.4

HTG2-12 144" 156" 162 7/16" 170" 148" 129 3/4" 153 3/4" 8" S8 X 23

HTG2-14 168" 180" 186 7/16" 194" 172" 131 3/4" 155 3/4" 10" S10 X 25.4

HTG2-16 192" 204" 210 7/16" 218" 196" 131 3/4" 155 3/4" 10" S10 X 25.4

HTG2-18 216" 228" 234 7/16" 242" 220" 133 3/4" 157 3/4" 12" S12 X 31.8

HTG2-20 240" 252" 258 7/16" 266" 244" 133 3/4" 157 3/4" 12" S12 X 31.8

“HTG2-__-12" MODELS (12' UNDER BEAM CRANES)** INDICATES DIMENSIONS ON THE

* SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE.

SPECIFICATIONS*

2 OR 3 TON

CAPACITY

SPAN BETWEEN

A-FRAMES IN FT.

CLEARANCE UNDER BEAM

(10FT. OR 12 FT.)
OMIT IF 10 FT. OR

INDICATE "12" IF 12 FT.

TRACK CONFIGURATION

(ONE SIDE OR TWO SIDES);
OMIT IF TWO SIDES OR

INDICATE "T1" IF ONE SIDE

MODEL NUMBER DESIGNATION

HTG -- -

HTG3 -10 ---

HTG2-18-12-T1 ---

3 TON HYDRAULIC TRAVELING GANTRY; 10 FEET
BETWEEN A-FRAMES; 10 FEET UNDER BEAM
CLEARANCE; TRACK ON BOTH SIDES

2 TON HYDRAULIC TRAVELING GANTRY; 18 FEET
BETWEEN A-FRAMES; 12 FEET UNDER BEAM
CLEARANCE; TRACK ON ONE SIDE



POWER CRANE FEATURES AND BENEFITS

FEATURES BENEFITS

1. Free Standing Crane Design

2. All Functions Controlled From a

3. Available in 4,000 and 6,000 lb.
Capacities

4. Modular Design

5. Dual Hydraulic Drive Motors

No investment in building modifications
or permanent structures necessary

Ensures safety and ease of use

Capable of handling most standard
lift truck batteries

Easily expandable as your battery
handling needs change

Smooth, powerful, safe battery
handling

Single Push Button Pendant
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TYPICAL POWER CRANE INSTALLATION

© 2000 Materials Transportation Company
All Rights Reserved

Corporate Offices & Manufacturing
PO. Box 1358
Temple, Texas 76503 USA
Phone (254) 298-2900 • Fax (254) 771-0287
U.S. (800) 433-3110 • Canada (800) 229-5988
www.mtcworldwide.com


